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TYPICAL CROSS SECTION

IN PRIMARY BORROW AREAS
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SECTION A — A

MEAN LOW WATER (NOS)

EXISTING GROUND PROFILE ALONG CENTERLINE OF DREDGED AREA

2.61

NOTES:

DREDGING DEPTHS WILL

RANGE FROM —52 TO —58" MLLW DEPENDING
ON MATERIAL.

CONTRACTOR WILL CONCENTRATE

IN PRIMARY BORROW AREAS SHOWN BELOW.

AVERAGE DEPTH OF DREDGING

WILL RANGE FROM 1.9 TO 7.9’ DEPENDING ON
MATERIALS

ENCOUNTERED.

STATIONING SHOWN BELOW
CORRESPONDS TO STATIONING
SHOWN ON USCOE DREDGING
PLANS.

MEAN HIGH WATER (NOS)

RANGE |_|.zo<o 1929-1972 ADJ

1.30' * MEAN LOWER LOW WATER (NOS)
— ouw;wmu — 2001 TIDAL EPOCH
0.12 :

MEAN LOWER LOW WATER (NOS)
1960 — 1978 TIDAL EPOCH

DATUM DIAGRAM

PLANE OF REFERENCE IS 1960 — 1978 TIDAL EPOCH
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Stations in Feet
SECTION B — B

S5 — GENERAL DREDGING CROSS—SECTIONAL AND PROFILE VIEWS
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